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All Geospatial data delivered to the State of California will be required to follow the following standards:
All Geospatial data delivered to the State of California must be reference with a projection and have associated metadata developed. Below is a more detail regarding the standard:
All Geospatial data will be in the following Coordinate System where applicable: 
PROJECTION: Teale Albers 
DATUM: North American Datum 1983 (NAD83) 
UNITS: Meters 
SPHEROID: GRS 80
**For more localized areas of the State where California Teale Albers in NAD83 is not appropriate, apply a regional projection (examples include State Plane, UTM, Geographic, etc...).**
All Geospatial data delivered will be in the one of the following formats: 
Vector Data 
Environmental System Research Institute (ESRI) Shapefile format 
ESRI Geodatabase (File Geodatabase or Personal Geodatabase) 
Raster (Image) Data 
Ortho Rectified TIFF (.TIF) with accompanying World file (.TFW) 
Ortho Rectified JPEG (.JPG) accompanying World file (.JGW) 
Ortho Rectified MrSID (.sid) accompanying World file (.sdw) 

 All associated database tables will be delivered in the following formats:
dBase (.DBF) 
Microsoft Access (.MDB) 
ASCII delimited 
All data delivered to the State of California will include completed metadata. In one of two formats: 
State of California Minimum Metadata Standard (PROPOSED)
FGDC standards (XML preferred) 

